
SPECIALTY VALVE & FITTING CO. 7551 East Rosecrans Avenue ¥ Paramount, CA 90723
To Order, Call: (562) 602-1400 ¥ (800) 421-2219 or FAX: (562) 630-7700

¥ Outside Screw and Yoke

¥ Rising Stem

¥ Flexible Wedge

¥ Bolted Bonnet

¥ Face to Face per ANSI B16.10

¥ Flange Dimensions per ANSI B16.5 

Standard, Raised Serrated Gasket Faces

¥ Tested and Inspected per API Standard 598

¥ Basic Design per API Standard 603 / ANSI B16.34

Specifications: FIG. 34FGT6

150# Flanged Gate Valve

Dimensions and Weights may vary depending upon the manufacturer. Specifications subject to change without notice.
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¥ 2Ó has a two piece Gland Flange /Sleeve.
* 2Ó, 21Ú2Ó, and 4Ó are made of SS 304

Materials List

No. Part Name Material

1 Body ASTM A351 - CF8M

2 Bonnet ASTM A351 - CF8M

3 Stem SS 316

4 Disc ASTM A351 - CF8M

5 Bonnet Bolt Nut SS 304

6 Gasket PTFE

7 Bonnet Bolt SS 304

8 Stem Packing PTFE

9 ¥Gland Flange/Sleeve ASTM A351 - CF8

10 Gland Stud Nut SS 304

11 Yoke Sleeve Bronze

12 Handwheel ASTM A536 - B 65-45-12

13 *Handwheel Nut Bronze

14 Gland Bolt SS 304

SVF-0103

Dimensions

Size 1Ú2 3Ú4 1 11Ú4 11Ú2 2 21Ú2 3 4 5 6 8 10 12

B(Open)

C

D

Cv Rate

Net Wt.

Cv Rate in GPM

81Ú16 84Ú16 91Ú16 93Ú8 11 125Ú8 143Ú4 171Ú2 209Ú16 237Ú8 2715Ú16 361Ú4 44 521Ú8

41Ú4 45Ú8 5 51Ú2 61Ú2 7 71Ú2 8 9 10 101Ú2 111Ú2 13 14

315Ú16 315Ú16 315Ú16 315Ú16 57Ú16 65Ú16 77Ú8 77Ú8 87Ú8 913Ú16 913Ú16 1113Ú16 136Ú8 153Ú4

17.6 32 54 97 135 230 400 610 920 1720 3000 6000 9000 13000

7 8 10 20 20 27 43 45 70 104 127 217 305 430


